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AX100 – Lift and rotate device, electrical Type VDM 
 

 
Area of usage: 

For the turn of 90 or 180 in both directions. 
 

Technical data: 
Turn motor. 0.12 kW brake motor. 
Turning speed: 14 r/min. 
Air consumption: 0.65 NL/cycle. 
Lifting capacity: 300 N. 
Lifting cylinder: Festo. 
Roller length: Only for roller length 400, 500, 600 and 700 mm. 
Turntable size: RL400: 176x176 mm. RL500 and RL600: 332x332 mm. 
 RL700: 488x488 mm. 
Goods limits: L=150-600 mm, B=150-600 mm. 
Capacity: Depending on the stability, size and speed of the goods. 
 

Example on capacity: 
 Turning 90° 12 packages/min 
 Turning 180° 8 packages/min 
 Turning 270° 6 packages/min 
 For other capacities contact MHModules. 
 

Surface treatment: 
Turntable: RAL1006 (yellow). 
Other parts: Zinc plated. 
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AX100 – Lift and rotate device, electrical Type VDM 
 

Other: 
Delivered with 2 sensors (SICK) for lifting and 2 proximity sensors (SICK) including 2 m 
cable for turn motion. 
Delivery without pneumatic valve. 
Contact MHModules for further information. 
 

Article number: 

Roller length 

400 mm AXVDM0400140 

500 mm AXVDM0500140 

600 mm AXVDM0600140 

700 mm AXVDM0700140 

 

Ensure the article number is stated when ordering. 


